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RESIN TYPES & SIZES
Lumiclear gauges:

• 1/8" .118" (3 mm)

• 1/4" .236" (6 mm)

• 3/8" .354" (9 mm)

• 1/2" .472" (12 mm)

• 1" .944" (24 mm)

Lumiform gauges:

• 1/8" .118" (3 mm)

• 1/4" .236" (6 mm)

• 3/8" .354" (9 mm)

• 1/2" .472" (12 mm)

Panel sizes:

• Standard | 48" x 96" (1219 x 2438 mm)

• Oversize | 48" x 120" (1219 x 3048 mm)

DEFAULT FINISHES
Standard Finishes | Matte/Gloss

COMPATIBLE ADD-ONS
• ChemShield

• Marker Board

• Illume

• Opaque

• Luminous

• Reflective Finishes

DESIGN DETAILS
Pattern Repeat

No

Decor Direction

Non-Directional 

OPACITY
Based on approximate amount of light showing 
through the panel. 

Nova™

Décors  |  Metallic 

NOVA™    

Price Group: $$$

More colors available

This décor is produced using a hand applied technique. Layout, 
coverage, and flake size will vary slightly from sheet to sheet 
due to the artisan nature of the manufacturing process. 

To see more images of this décor, visit the                            .

Not all decors are available in every gauge or sheet size and may vary by resin. 
Gauge tolerance is ± 10%. Each color layer adds .010" to the thickness. Colors may 
differ between the page and the product. For the most accurate color representation, 
please consult physical samples.
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MATERIAL SPECIFICATIONS

PATTERN TO SCALE

A flashy and modern champagne glitter, Nova is ideal for 
sophisticated eye-catching installations. Various tints of cool 
gold appear as light travels over these flakes. 

https://www.lumicor.com/material/vena/
https://www.lumicor.com/material/vena/
https://www.lumicor.com/material/nova/
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